RGE-GS &% (DK) RGE-GS Slotting Type (DK)
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Characteristics:

Backlash-free connection, small torque for measuring equipment

Small size and small rotation inertia;

Free maintenance and easy for visual check;

Elastomer with different hardness for option;

Finished bore tolerance respects ISO H7, excluding clamping shaft sleeve, DIN6885/1 for bore diameter above,
JS9 for keyway.
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RGE-GS-DKZ!, 9~-28 M EHMEM RARERE
-GS-DKtype, Size 9~28 in high-strength aluminum Alloy

SMERF PESIE
Dimensions(mm) Locking torque Nm

d1
( min-max )

9 3 5 6 20 4—11 | 7.2 | 30 | 10 10 7.5 8 1 5 1.5 M2.5 0.76
12 5 9 12 25 5—12 | 8.5 | 34 | 11 12 9 10 1 5 3.5 M3 1.34
14 8 13 16 30 5—16 |10.5] 35 | 11 13 11.5 | 10 1.5 5 2 M3 1.34
19 10 17 21 41 8—24 | 18 | 50 | 17 16 14 12 2 6 3 M6 10.5
24 35 60 75 56 10—28 | 27 | 54 | 18 18 20 14 2 7 3 M6 10.5
28 95 160 200 66 14—38 | 30 | 62 | 21 20 | 238 | 15 | 2.5 9 4 M8 25

B %G] ;. Example: RGE-GS28-24B-24B-98-YJ-DK
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Product specifications Bore diameter | Shaftsleeve type | Hole diameter | Shaft sleeve type | Elastomerhardness | Anodic oxidation | Structural style
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