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RGE-GS ﬂﬁgﬁﬂ (%E) RGE-GS Locking Device Type (AL)
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Characteristics:

Zero Backlash, Integrated design with high precision;

Applied to spindle of machining tools and material handling equipment, etc..
Designed by high strength Aluminum Alloy, Light and small moment of inertia;
Integrated expansion sleeve and easy mounting by inner expansion and shrinking;
Big friction torque
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RGE-GS-ZT-ALBERIKEXME, MESKERE EEREE
RGE-GS-ZT-AL Aluminum locking shaft sleeve, the shaft sleeve and the guide roll are made of high—strength aluminum alloy
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Model RGE- : ; %‘ﬂgﬁ
; g (kg m)

s

14 7.5 12.5 16 6—14 | 30 |10.5| 50 | 18.5 | 13 | 10

2 M3 4 1.34 | M3 0.032 0.04x10*
19 10 17 21 10—20| 41 | 18 | 66 25 16 | 12| 8 M4 6 3 M4 0.077 0.19x 10
24 35 60 75 14—28 | 56 | 27 | 78 30 18 | 14| 3 M5 4 6 M5 0.162 0.78x 10
28 95 160 200 15—38 | 66 | 30 | 90 35 20 | 15| 4 M5 8 6 M5 0.24 1.70x10™
38 190 325 405 |20—45| 80 | 38 | 114 | 45 24 | 18| 4 M6 8 10 M6 0.49 517x10™*
42 265 450 560 |25—50| 95 | 46 | 126 50 26 | 20 | 4 M8 4 25 M8 0.772 11.17x 10
48 310 525 655 30—55 | 105 51 | 140 56 28 | 21| 4 | M10 4 49 M10 1,066 18.81x 10~

E: MUAIRENIRLL, I TRKEBEZE

Note: M1 stands for removing thread, which is between the expansion screws.

B2 . Example: RGE-GS28-ZT-20-24-98-AL
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Product specifications Structural style Bore diameter Hole diameter Elastomer hardness Material
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